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MATERIALS:
1.CONTACT: SILVER ALLOY.
2.BUTTON: AL ALLOY/POM.
3.BODY: PA.
4.BASE: PC.
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SPECIFICATIONS:
1.SWITCH RATING: Ui:500V, Ith:10A.
2.ELECTRICAL LIFE: ≥50,000 cycles.
3.CONTACT RESISTANCE: ≤50mΩ.
4.INSULATION RESISTANCE: ≥100MΩ(500VDC).
5.DIELECTRIC STRENGTH: 3000V, RMS 50Hz, 1min.
6.OPERATING TEMPERATURE: -25℃～ +55℃(NO FREEZING, KEEP THE
AIR FLOWING AROUND PUSHBUTTON ).
7.TORQUE: 0.6Nm Max. APPLIED TO NUT.
8.FRONT PANEL PROTECTION DEGREE: IP40.
9.TERMINAL TYPE: THREAD CONNECTION , DIAMETER OF WELDED
WIRE:( 2X1.5mm²).
10.OPERATING REQUIREMENT: 90°ROTATION REQUIRES, ROTATION IN
PLACE.
11.GENERAL TOLERANCE:0-18mm=±0.25, 18-80mm=±0.52.
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LAS0-B3 SERIES SELECTOR SWITCH

LAS0-B3Y-X TWO POSITION

 红波按钮制造有限公司

PART NUMBER:LAS0-B3Y-□X/◇◆/△
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THE NEEDS.IF SLOW MOVING
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