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B MATERIAL
C40.40 INSULATOR: GLASS—REINFORCED THERMOPLASTIC.
. CONTACT: PHOSPHOR BRONZE.
B820.40 PLATING: ALL TIN,LEAD FREE.
A+0.30
B SPECIFICATION

VOLTAGE RATING: 250 VAC RMS,

| 3 CURRENT RATING: 1 AMP.
1K T DIELECTRIC WITHSTANDING VOLTAGE: 1000 VAC RMS 60 Hz.
, , ; FOR 1 MINUTE.
2 | INSULATION RESISTANCE: 5000 MEGOHMS MIN AT 500 VDC.
S 275 CONTACT RESISTANCE: 25 MILLIOHMS MAX.
b s DURABILITY: 20 CYCLES.
B ENVIRONMENTAL
TEMPERATURE RANGE: —~557C TO +85¢.
A+5.08 2 25 | 843 | 1054 B | B% | 446 | 85
x 3 508 | 1097 | 1308 % | 3810 | 4399 | 4610
4 782 | 1351 | 1582 17 | H8e | 4655 | 4854
2.54TYP 1.27 5 10.16 16.05 18.16 18 43,18 49.07 51.18
A - 8 2o | 8% | 20 19 | 472 | 560 | 52
| 7 | B | a3 | B N | 48% | 5415 | 562
1 8 um | 28 | =5m 21 | so0 | s668 | 5880
-@49— +'-4>' 8 9 | 23 | B2 | BR 2 | 53 | 5023 | 6%
el i 0 | 28 | 275 | 308 B | »8 | 617 | 6388
o g ——— " 0| Da | B8 | e || B | N | ks | 0w
TOLERANCES .06 FPU/FFC T=0.3020.05 3 | %48 | %3 | 3248 % | 635 | 63 | 7150
RECOMMENDED PCB LAYOUT | B0 | By | 4w 7| eso4 | 7198 | 7404




