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DIAGRAM: PART NUMBER:AD16-22D/AA/A/@/3%
NORMAL TYPE ANTI-INTERFERENCE TYPE "A" | LAMP COLOR A" | LAMP VOLTAGE ‘@’ DROPPING WAY
A S RG | RED & GREEN 6V | AC/DC 6V NO LETTER | NORMAL TYPE
CIRCUIT
X1 X1 OTHER LAMP COLORCAN || 12V | AC/DC 12V K ANTIINTERFERENCE TYPE | |G
AC-DC LED R LED BE MADE TO ORDER
X0 24V | AC/DC 24V o
DUAL-.COLOR — c/be ‘o PROTECTION DEGREE
INDICATOR R X2 CIRCUIT 220V | AC/DC 220V NG LETTER | 1Pa0
R:X1-X0  G:X2-X0 (Y:X1-X2) R:X1-X0  G:X2-X0 (Y:X1-X2) 380V | AC/DC 380V P P65
_ OTHER VOLTAGE CAN BE —
NOTICE: MADE TO ORDER
THE STARTING VOLTAGE OF THE ANTIHINTERFERENCE INDICATOR IS 35~45V. IF YOU
NEED A HIGHER STARTING VOLTAGE, PLEASE ADVISE. PLEASE CHECK THE WIRING
IF THE INTERFERENCE VOLTAGE IS TOO HIGH.
SPECIFICATIONS: D
1.0PERATING TEMPERATURE: -25°C~ +55°C, ELEVATION<2,000m.
2.ELECTRICAL LIFE: 240,000 hours.
3.PERMITTED VOLTAGE #20%(2110V).
4 POWER-FREQUENCY WITHSTAND VOLTAGE: 1890V(AC RMS),1min.
5.USAGE FREQUENCY(AC): 50~60 Hz. MATERIALS: BRAND Sf Z :& j:.-\-.% ﬁil J SHE ﬁ BE J\ ﬁ
6.RATED OPERATING CURRENT: <20mA. 1 LANP CAP- PS. S AW Z gl = LA
7.BRIGHTNESS: 2100cd/m”. 2 BODY: PA. ONPOW BX=E72° ONPOW PUSH BUTTON MANUFACTURE CO.,LTD.
8. COMPARATIVE TRACKING INDEX CTI2100,FLAME RETARDANT. 3BASE: PA e UNIT
9.INSULATION RESISTANCE: Uis60V 5MQ, 60V<Ui<660V 50MQ. 55 AD16 SERIES PILOT INDICATORS @ = g Mm
10.FRONT PANEL PROTECTION DEGREE: IP40/IP65. HGNG SOALE = E
11.TERMINAL TYPE: SCREW TYPE CONNECTION. Es AD16-22D(DUAL-COLOR) g 1211 gy A4
12.GENERAL TOLERANCE:0-18mm=+0.25, 18-80mm=40.52.
13.COMPLIANT WITH RoHS. g AD16-22DDWG | g™ vDY 202500120 §FFT am |fEX vio
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